Parts Page Reorder No. PD11+36
Effective November, 2011

®
Dynab ug Supersedes PD03+11R
Model “T” Sander

Safety, Operation and Maintenance — Save This Document and Educate All Personnel

Model Pad Size Pad Type

4" x 4-5/16" (w/ Clips) Vinyl-Face
5" Diameter (Round) Vinyl-Face

4-1/4" x 4-1/2" Hook-Face
5" Diameter (Round) Hook-Face

4-1/4" x 4-1/2" Hook-Face
6" Diameter (Round) Vinyl-Face
6" Diameter (Round) Hook-Face

Model

Find The Most Current Offering of Support Documents and Accessories at www.Dynabrade.com

A WARNING

Read and understand this tool manual before operating your air tool. Follow all safety rules for the protection of operating personnel as well
as adjacent areas. Always operate, inspect and maintain this tool in accordance with the American National Standards Institute (ANSI).
Safety Requirements for the Use, Care and Protection of Abrasive Wheels — ANSI B7.1, Compressed Air and Gas Institute (CAGI) Safety Code
for Portable Air Tools — B186.1, Code of Federal Regulation — CFR 29 Part 1910, International Organization for Standardization (ISO) Hand

Held Non-Electric Power Tools — ISO , Safety Requirements and applicable State and Local Regulations.
Read and understand tool manual before work starts Eye protection must be worn at all times, eye
to reduce risk of injury to operator, visitors, and tool. protection to conform to ANSI Z87.1.
( Ear protection to be worn when exposure to sound, ) f Practice safety requirements. Work alert, have proper )
exceeds the limits of applicable Federal, State or attire, and do not operate tools under the influence
L local statues, ordinances and/or regulations. ) of alcohol or drugs. )
f Respiratory protection to be used when exposed to ) f Ne Air line hazard, pressurized supply lines and flexible )
contaminants that exceed the applicable threshold @/‘ hoses can cause serious injury. Do not use damaged,
L limit values required by law. ) L S frayed or deteriorated air hoses and fittings. )

Some dust created by sanding, grinding, drilling, and other construction activities contain chemicals known to cause cancer, birth defects
or other reproductive harm. Some examples of these chemicals are:

e Lead from lead-based paints

« Crystalline silica from bricks and cement and other masonry products

* Arsenic and chromium from chemically treated lumber
Your risk from these exposures varies, depending on how often you do this type of work. To reduce your exposure to these chemicals: work in a well
ventilated area, and work with approved safety equipment, such as those dust masks that are specially designed to filter out microscopic particles.

SAFETY INSTRUCTIONS
Carefully Read and Understand the General Carefully Read all instructions before operating or servicing
and Sander/Polisher sections found in Tool any Dynabrade® Abrasive Power Tool. Products offered by
Safety and Operating Guidelines (PN 676) Dynabrade are not to be modified, converted or otherwise
Before Handling or Using Tool. altered from the original design.
[Tool Intent: Dynabug® Model “T” Sanders are ideal for defuzzing wood and sealer sanding. ]

DO NOT USE Tool for Anything Other Than Its Intended Applications.

Training: Proper care, maintenance, and storage of your air tool will maximize tools performance and reduce chance for accident.
Employer's Responsibility: Provide operators with safety instructions and training for safe use of tools and accessories.

Report to Your Supervisor any Condition of the Tool, Accessories or Operation you Consider Unsafe.
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MAINTENANCE INSTRUCTIONS

Important: To keep tool safe, a Preventative Maintenance Program is
recommended. The program should include inspection of the tool and all
related accessories and consumables, including air lines, pressure regulators,
filters, oilers, etc. (refer to CAGI B186.1 for additional maintenance
information). If accessory or tool breakage occurs, investigate failure to
determine the cause and correct before issuing tool for work. Use the following
schedule as a starting point in developing a Preventative Maintenance
Program. If tool does not operate properly (RPM, vibration, start/stop) after
these scheduled checks or at any time, the tool must be repaired and
corrected before returning tool to use.

INSTALLATION

* To ensure long life and dependable service, use a Closed Loop Air System
and Filter-Regulator-Lubricator (FRL) as diagramed below.

Each tool should have its own dedicated hose connected to an air supply
FRL. Quick disconnects should be installed at the FRL in an effort to reduce
contamination into the tool. Securely affix all fittings and hose assemblies.

Itis strongly recommended that all Dynabrade rotary vane air tools be used
with a Filter-Regulator-Lubricator to minimize the possibility of misuse due
to unclean air, wet air or insufficient lubrication. Dynabrade recommends the
following: Air Line Filter-Regulator-Lubricator — Provides accurate
air pressure regulation, two-stage filtration of water contaminants and
micro-mist lubrication of pneumatic components.

Dynabrade recommends 1 drop of air lube per minute for each 20 SCFM
(example: if the tool specification states 40 SCFM, set the drip rate
on the filter-lubricator to 2 drops per minute). Dynabrade Air Lube
is recommended.

MAINTENANCE SCHEDULE

Maintenance schedules depend on the type and style of tool. Refer to page
3 to reference symbols associated with specific maintenance items/areas.
Match maintenance schedules accordingly. See page 4 for any additional
maintenance information.

Note: Turbine style air motors do not require oil.

Daily (every 8 hours):

* Inspect tool and accessories for damage or broken parts. Replace items
as necessary to ensure proper operation and safety.

Lubricate motor as recommended. Use Dynabrade Air Lube
(10W/NR). Apply 1 drop/minute of air lube per 20 SCFM.

» Check air line pressure with a gage. (MAX. 90 PSIG or 6.2 Bar operating
pressure at the air inlet of the tool.)

fitting. Apply 3 plunges of Gear Oil. Use Lubricant Gun
(Prime lubricant gun before use).
» Check tool for proper operation: If operating improperly or demonstrates

unusual vibration, the tool must be serviced and problem corrected before
further use.

w Lubricate wick system and right angle gears through gear case

Every 20 Hours/Once a Week (which ever comes first):

* Measure RPM (speed) by setting air pressure to 90 PSIG (6.2 Bar) at tool
inlet, without accessory mounted, while the tool is running. Using
tachometer, check spindle speed of the tool. Unless otherwise stated the

no-load speed may not exceed the rated speed. If tool speed exceeds
maximum rated RPM, service as required and correct before use.

« If tool is running too fast: look for worn, damaged or missing governor, air
control rings and silencer(s). Service as required.

« If tool is running too slow: look for malfunctioning governor, clogged inlet
screen, silencer(s) or air stream. Service as required.

Note: Special care must be taken when servicing governors. Refer to specific
tool manual for governor instructions and/or speed control devices. Governor
assemblies made from molded plastic components are non-serviceable and
must be replaced.

Every 50 Hours:

Lubricate planetary gears through gear case fitting with 3 plunges
e of Grease. Use Lubricant Gun. (Prime lubricant gun

before use).
REPAIR

« Use only genuine Dynabrade replacement parts to ensure quality. To order
replacement parts, specify Model#, Serial# and RPM of your air tool.

« Mineral spirits are recommended when cleaning the tool and parts. Do
not clean tool or parts with any solvents or oils containing acids, esters,
ketones, chlorinated hydrocarbons or nitro carbons.

« A Motor Tune-Up Kit is available which includes high wear and medium
wear motor parts.

« Air tool markings must be kept legible at all times, if not, reorder housing
and replace. User is responsible for maintaining specification information.

After maintenance is performed on tool, add a few drops of
Dynabrade Air Lube to the tool inlet and start the tool a few times to
lubricate air motor. Verify RPM (per 20 hr maintenance schedule),
vibration and operation.

HANDLING & STORAGE

« Use of tool rests, hangers and/or balancers is recommended.

* Protect tool inlet from debris (see Notice below).

« Do Not carry tool by air hose or near the tool throttle lever.

» Store accessories in protective racks or compartments to prevent damage.

* Follow the handling instructions outlined in the operating instructions when
carrying the tool and when changing accessories.

« Protect accessories from exposure to water, solvents, high humidity,
freezing temperature and extreme temperature changes.

END OF USE/DISPOSAL

When tool has reached its end of useful service, disassemble tool into its
primary components (i.e. steel, aluminum and plastic) and recycle or discard
per local, state and/or federal regulations as to not harm the environment.

NOTICE

All Dynabrade air motors use the highest quality parts available and are
manufactured to exacting tolerances. Air motor failures are often traced to lack
of lubrication or unclean air supply. Compressed air can force dirt and other
contaminants into motor bearings causing early failure. Contaminants can score
cylinder wall and vanes resulting in reduced efficiency and power. Our warranty
obligation is contingent upon proper use of our tools. Air motors which have been
subjected to misuse, contaminated air or lack of lubrication will void warranty.

CLOSED LOOP AIR SYSTEM

Sloped in Direction of Air Flow

« Dynabrade Air Power Tools
are designed to operate at 90

( D —

g Air Flow to Tool Station /
T

“ Air Flow

PSIG (6.2 Bar) maximum air

Regulator

pressure at the tool inlet,
when the tool is running. Use
recommended regulator to
control air pressure.

Filter Lubricator

Ideally the air supply should
be free from moisture. To
facilitate removing moisture
from air supply, the installation
of a refrigerated air dryer after
the compressor and the use of
drain valves at each tool
station is recommended.

90 PSIG
(6.2 Bar)

Lubricator Setting
1 Drop/Minute per 20 SCFM

000 I
Refrigerated
(—{] Air Dryer
1L 00onog
. Valve ﬂ:
Air Hose
Drain Valve
Valve I
Air Flow
Air Compressor and Receiver
Air Tool
90 PSIG Max.
(6.2 Bar) Drain Valve 0 U U
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Models Dynabug® Model “T” Sander

’ ’ ’ ’ Complete Assembly
3 H)
Index Key
No. Part # Description
1 Pin
2 Throttle Lever
3 Comfort Platform
4 Housing:
Housing:
Housing:
Housing:
Housing:
Housing:
Housing:
5 Inlet Hose Assembly
6 O-Ring
7 Retaining Ring
8 O-Ring (2)
9 Valve Stem
10 Speed Regulator
1 Button Head Screw (8)
12 Clip Retainer
13 Spring Clip (2)
(Model: Only)
14 Base Plate Assemblies
Model:
Models:
Models: ,
15 Set Screw
16 Spacer
17 Turbine Wheel Assembly
18 O-Ring
19 Base Plate Door
20 Motor Shaft
21 Pads
Model:

Model:
Model: T LH
Model: Ay
Model:
Model:
Model:
22 Muffler Body \ /
23 Muffler Insert i \@

24 Muffler Cap o g o
25 Seal
: s SO ®

Tip Valve

27 Spring

28 Inlet Bushing eGrease: G, = Lubriplate

29 Male Hose Adapter 630 AA

30 Hose OAdhesive: A, = Loctite #271
31 Female Hose Adapter Ag = Loctite #567
3 Hose Assembly oTorque: Nem x 8.85 = In. - Ibs.

3
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LIFETIME WARRANTY

To validate Dynabrade Lifetime Warranty, you must register each tool at: www.dynabrade.com. Registration of each tool at website is required.
Dynabrade will not honor Lifetime Warranty on unregistered tools. Please view the entire Lifetime Warranty Policy at : www.dynabrade.com.

MACHINE SPECIFICATIONS

Model Speed Power Sound Air Consumption Air Pressure Weight Length Height

20,000 RPM — 83 db(A) 9 SCFM (255 LPM) 90 PSIG (6.2 Bars) 11b. (0.5 kg) 5" (127 mm) 3" (76 mm)
20,000 RPM — 83 db(A) 9 SCFM (255 LPM) 90 PSIG (6.2 Bars) 11b. (0.5 kg) 5" (127 mm) 3" (76 mm)
20,000 RPM — 72 db(A) 9 SCFM (255 LPM) 90 PSIG (6.2 Bars) 11b. (0.5 kg) 5" (127 mm) 3" (76 mm)
20,000 RPM — 72 db(A) 9 SCFM (255 LPM) 90 PSIG (6.2 Bars) 11b. (0.5 kg) 5" (127 mm) 3" (76 mm)
20,000 RPM — 83 db(A) 9 SCFM (255 LPM) 90 PSIG (6.2 Bars) 11b. (0.5 kg) 5" (127 mm) 3" (76 mm)
20,000 RPM — 72 db(A) 9 SCFM (255 LPM) 90 PSIG (6.2 Bars) 11b. (0.5 kg) 5" (127 mm) 3" (76 mm)
20,000 RPM — 72 db(A) 9 SCFM (255 LPM) 90 PSIG (6.2 Bars) 11b. (0.5 kg) 5" (127 mm) 3" (76 mm)

Additional Specifications: Air Inlet Thread 1/4" NPT « Hose I.D. 1/4" (6 mm)

Sound Level is the pressure measurement according to the method outlined in ISO regulation 1ISO-

OPTIONAL ACCESSORIES

Motor Tune-Up Kit Repair Collar

* Includes assorted parts to help maintain and repair motor.

Part No.

Hook-Face Backing

* Areplacement Hook-Face Backing for

Base Plate.
Part No.

5" Dia. Base Plate Assembly

. Base Plate with
Hook Facing
Part No.

Hook Facing

* Fits Base Plate

Part No.

Square

* Specially designed collar for use in vise
to prevent damage to motor housing
during disassembly/assembly.

Part No.

Part No.

Lock Ring Tool

* Lock Ring Tool has a 3/8 in. square socket
for use with 3/8 in. drive; breaker bar,
ratchet head, or torque wrenches.

REFERENCE CONTACT INFORMATION

American National Standards Institute (ANSI)
1899 L Street, NW, 11th Floor e Washington, DC
Compressed Air & Gas Institute

1300 Sumner Ave. e Cleveland, OH -2851
Tel: 1(216) 241-7333 o Fax. (216) 241-0105
European Committee for Standardization

Rue de Stassart 36 ¢ B - 1050 Brussels, Belgium

DYNABRADE, INC.

e Tel: 1 (202) 293-8020

International Organization of Standards

Case postale 56 ¢ CH-1211 Geneva 20

Tel: + 412274901 11 o Fax: + 4122749 09 47
Government Printing Office

Superintendent of Documents e Attn: New Orders
P.0. Box 4 e Pittsburgh, PA -7954
Tel: 1 (202) 512-1803

www.dynabrade.com

8989 Sheridan Drive e Clarence, NY
©DYNABRADE, INC., 2011

PRINTED IN USA

-1419 e Phone: (716) 631-0100 * Fax: 716-631-2073 e International Fax: 716-631-2524

PD11.36_11/11

DYNABRADE


https://dynashop.co.uk/?product_cat=&post_type=product&s=14031
https://dynashop.co.uk/?product_cat=&post_type=product&s=15744
https://dynashop.co.uk/?product_cat=&post_type=product&s=57920
https://dynashop.co.uk/?product_cat=&post_type=product&s=57922
https://dynashop.co.uk/?product_cat=&post_type=product&s=57923
https://dynashop.co.uk/?product_cat=&post_type=product&s=57924
https://dynashop.co.uk/?product_cat=&post_type=product&s=57925
https://dynashop.co.uk/?product_cat=&post_type=product&s=57926
https://dynashop.co.uk/?product_cat=&post_type=product&s=57927
https://dynashop.co.uk/?product_cat=&post_type=product&s=96169
https://dynashop.co.uk/?product_cat=&post_type=product&s=57978
https://dynashop.co.uk/?product_cat=&post_type=product&s=98846
https://dynashop.co.uk/?product_cat=&post_type=product&s=57943
https://dynashop.co.uk/?product_cat=&post_type=product&s=98848
https://dynashop.co.uk/?product_cat=&post_type=product&s=57997
https://dynashop.co.uk/?product_cat=&post_type=product&s=57943
https://dynashop.co.uk/?product_cat=&post_type=product&s=98848
https://dynashop.co.uk/?product_cat=&post_type=product&s=57092
https://dynashop.co.uk/?product_cat=&post_type=product&s=50971
https://dynashop.co.uk/?product_cat=&post_type=product&s=20036
https://dynashop.co.uk/?product_cat=&post_type=product&s=44115
https://dynashop.co.uk/?product_cat=&post_type=product&s=37195
https://dynashop.co.uk/?product_cat=&post_type=product&s=15250


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




